
Product specification (design and specification subject to change without notice)

- Frame linking screws(M6x70)(4), - nuts(M6x4), - flat washers(4), - spring washers(4),
- Main unit fixing screws(2), - Mount bracket and Surface alignment magnets screw(M6x16)(12),
- Surface alignment magnets screw(M4x16)(8)(for 55LFV50/5), - Hexagonal wrench(included tool)(1)

47.8"x27"x7.2"(1215 x 686 x 184 mm) (Stored), 47.8"x 27"x 15.1"(1215 x 686 x 384 mm) (pulls out)
approx.46.3lbs(21.0kg) (Installation mount＋α: approx.41lbs(18.6kg), 
Mount bracket: approx. 2.4lbs(1.1kg), Surface alignment magnets: approx. 2.9lbs(1.3kg)
52.5"x 30.7" x 8.3"(1334 x 779 x 211mm)
approx.68.3lbs(31kg)

Accessories

Installation mount(1), Mount bracket(2), Surface alignment magnets(4)Main parts

Dimensions (W x H x D)
Weight

Carton Dimensions (W x H x D)
Gross weight

DIMENSIONS

Installation mount

TY-VK55LV1

Units : inch (mm)
Cautions: This drawing is not a scale
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TH-55LFV50, TH-55LFV5, TH-55LFV70Correspondence model 

885170219748UPC CODE*  
*USA/CANADA only    
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